MATERIAL SAFETY DATA SHEET NPCA 1

/%15/79 " EOR COATINGS, RESINS AND RELATED MATERIALS" L FEB 09 1982

DATE OF PREP. B {Approved by U.S. Department of Labor "Essentially Similar” to Form OSHA-20)
- 4/13/78

Section | D 550/

MANUFACTURERSNAME  THE MEARL CORPORATION |

'STREETADDRESS 1057 Lower South Street  CITY.STATE.ANDZIP CODE Peekskill, New York 10566

EMERGENCYTELEPHONE NO. 914_737_2554

PRODUCTCLASS  Pearl Pigment MANUFACTURERS CODE IDENTIFICATION XVT

YVT

TRADE NAME Nacromer o ' ZVT-B

Section Il — HAZARDOUS INGREDIENTS

INGREDIENT PERCENT v LEL VAPOR

PPM ma/ms 'PRESSURE
‘Basic Lead Carbonate Pigment - 35 . o 0.15
Methyl Cellosolve . 12 25 80
Xylene 7 100 435
MIBK 33 . 100 410

Section lll — PHYSICAL DATA

BOILING RANGE VAPOR DENSITY m HEAVIER, E] LIGHTER, THAN AIR
EVAPORATION RATE D FASTER [E SLOWER. THAN ETHER PERCENT VOLATILE WEIGHT PER
BYNOIXHMX Wt. 52 GALLON 10.5 1b/gal.

Section IV — FIRE AND EXPLOSION HAZARD DATA

‘ [+
DOTCATEGORY B ammable riasHproint 49°F LEL
amma {Setaflash Closed Cup)

EXTINGUISHING MEDIA 4 v} Dioxide or dry chemical

Alcohol foam - Water may be ineffective

UNUSUAL FIRE AND EXPLOSION HAZARDS

May emit toxic lead fumes when burned.
Hydrogen Chloride may be formed under f1r¢ constons
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~actionV — HEALTH HAZARDL A

THRESHOLD LIMIT VALUE N;p;.

CFFECTSOF OVEREXPOSURE  Tnphalation: Anesthetic. Irritation of the respiratory tract
~or acute nervous system depre551on characterized by headache, dlZZlneSS, stag-
gering gait, confusion, unconsciousness or coma. Lead poisoning is character-
ized by metallic taste in mouth, loss of appetite, indigestion, nausea, vomit-
ing, constipation, abdominal cramps, disturbance of rest, sleep and weakness.

Skin or Eye Contact: Primary irritation.
EMERGENCY AND FIRST AID PROCEDURES

Inhalation: Remove from contaminated ‘atmosphere. 1In case of massive
exposure to vapors, get medical attention.

Eyes: Promptly flush with water; get medical attention.

Section VI — REACTIVITY DATA

staBiLity ] unstaste  [/] sTaBLE conpimonsToavoib High temperature exposure,

INCOMPATABILITY (Materials to avoid) . sparks & flre

HAZARDOUS DECOMPOSITION PRODUCTS  Thermal decom9051tlon may produce toxic lead fumes,
hydrogen chloride, carbon monoxide and/or carbon dioxide

HAZARDOUS POLYMERIZATION [ ] mavoccuR  [[7] WILLNOTOCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPSTO BE TAKEN IN CASE MATERIAL IS RELEASEDORSPILLED  Eliminate all sources of ignition.
General cleaning procedure.

WASTE DISPOSALMETHOD  Follow applicable local, state and federal regulations regardin
lead-based pigments.

Section VIIl — SPECIAL PROTECTION INFORMATION

HRESPIRATORY PROTECTION . . . - ; -
Use respirator if product is sprayed in a fine mist.

VENTILATION Provide general dilution or local exhaust ventilation.

FPROTECTIVE GLOVES
EYE PROTECTION
OTHER PROTECTIVE EQUIPMENT

SectionIX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

T A
Store in a cool dry area with cans tightly sealed.
QTHER PRECAUTIONS

Do not take internally. Avoid prolonged contact with skin.
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